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TENN CX & MX Track Plugs
Hammer-In Plugs with Carbon Steel Nails

TENN CX/MX TRACK PLUG RANGE AND INSTALLATION DATA
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Hole

Diameter
D2, mm
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Type

CX.06080
CX.06060

CX.06040

CX.05050
CX.05040
CX.05030

CX.08100
CX.08080
CX.08060

CX.06050

6 x 80

CX/MX Plug
Dimensions

d x l, mm

6 x 60
6 x 50
6 x 40

5 x 50
5 x 40
5 x 30

8 x 100
8 x 80
8 x 60
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SAFE WORKING LOADS

Concrete
C20/25

Nrec, kN
Tension

Vrec, kN
Shear

Safe Working Loads

Brick 
MZ 20

CX/MX
Plug
Size

d, mm

5
6
8

5
6
8

Drill-Hole
Diameter
do, mm

5
6
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5
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Embedment
Depth 
hef, mm

25
30
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30
40
50

Critical
Spacing
scr, mm

25
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Critical
Edge

Distance
ccr, mm

25
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0.15
0.25
0.40

0.15
0.17
0.30

0.30
0.50
0.90

0.30
0.40
0.70

MX.06080
MX.06060

MX.06040

MX.05050
MX.05040
MX.05030

MX.08100
MX.08080
MX.08060

MX.06050

Base
Material

TENN CX & MX Hammer-In Plugs give a
quick and positive fastening in concrete 
and brick base materials.

CX & MX Hammer-In Plugs consist of a zinc 
plated steel threaded nail enclosed in a tight 
fi tting full length Polyamide 6-6 (Nylon) 
expansion sleeve. The sleeve is ribbed to give 
maximum support within the drill hole.

The Polyamide 6-6 material will not crack nor 
rot, and is resistant to temperature and age 
hardening.

INSTALLATION PROCEDURE

a. Drill hole to correct diameter and depth through 
the clearance hole in attachment.

b. Vacuum or blow drill dust out of hole.
c. Insert and expand plug by hammering.

a.

b.

c.
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